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BUILDING THE ULTIMATE RANGE.

Power on demand
JCB wheel loaders have long set the standard 
for high power and high torque, and this enviable 
performance is perfectly matched by its practical 
application. Every wheel loader in the JCB range 
features a no-DPF, Tier 4 Final engine, for 
reduced servicing and maintenance costs, and 
maximum uptime. Engines and transmissions are 
optimized for maximum efficiency at low RPMs. 

Safety built in
The JCB CommandPlus cab is not only the 
most comfortable on the market, it is 
ergonomically-designed to ensure industry’s best 
visibility and a distraction-free environment, all to 
allow the operator to focus on the job and 
maintain awareness of their surroundings.
Additionally, JCB’s no-DPF engines mean no 
hazardous, high-temperature regeneration – 
especially important for those who work in 
dusty, flammable environments. Simply, JCB is 
right choice for owners and fleet managers who 
give priority to the safety of their operators and 
everyone on the work site.

 

A name to depend on
JCB wheel loaders are designed to minimize 
operating costs and enhance machine availability. 
JCB engines require no costly DPF or 
productivity-sapping regeneration. Scheduled 
maintenance is made easier by JCB’s large, 
single-piece engine hood. Brakes are virtually 
maintenance free throughout the life of the 
machine, and all tanks are mounted internally to 
prevent damage. Even the choice of air 
pre-cleaner is carefully considered to help 
maximize uptime. When reliability and 
serviceability are important, JCB 
wheel loaders are the machines you 
can depend upon.

All JCB wheel loaders—from compact, hydrostatic-drive 11,000 lb 
models to giant, 53,000 lb powershift machines—share the same 
DNA. Every nut, bolt and precision weld is designed to deliver the 
productivity, performance, safety and reliability that JCB owners 
and operators demand.
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407/409 WHEEL LOADER.

1. Lifting capacity: 407
The smaller 407 has an impressive 7,333 lb full
turn tipping load with its standard 1 yd3 bucket.
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3. More service, less servicing
Long service intervals and near maintenance-free 
brakes for enhanced productivity. Scheduled servicing 
is facilitated by a wide-opening engine hood.

5. Innovative transmission
All-wheel-drive hydrostatic transmission for 
dependable traction in all conditions, as well as 
reduced tire wear and lower running costs. 

4. Engine performance
Maximum uptime and productivity 
from the JCB by Kohler Tier 4 Final 
diesel engine, with no DPF.

6. On the road
The 407 offers road speed of 12 mph as 
standard, with the option for 22 mph. 
The 409 offers an optional top road 
speed of 25 mph.

7. Chassis-integrated tanks
To reduce risk of damage and downtime, all 
tanks on the 407/409 wheel loader are 
mounted internally.

2. Lifting capacity: 409
The 409 offers a 8,042 lb full turn tipping load 
capacity with the standard 1.3 yd3 bucket.
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Comfortable and spacious cab with simple controls.

407/409 WHEEL LOADER

407  409
Operating weight lb (kg) 11,162 (5,063) 13,067 (5,927)

Maximum gross engine power hp (kW) 64 (48) 74 (55)

Standard bucket capacity yd3 (m3) 1.0 (0.76) 1.3 (1.0)

Full turn tipping load lb (kg) 7,333 (3,326) 8,042 (3,648)

Payload 50% (bucket) lb (kg) 3,667 (1,663) 4,021 (1,824)

Payload 80% (forks)* lb (kg) 4,722 (2,142) 5,216 (2,366)

Breakout force lbf (kN) 960 (4.27) 1,233 (5.49)

Hinge height ft-in (m) 10-3 (3.12) 10-11 (3.32)

Auxiliary flow gpm (lpm) 15.8, 22.9 option (60, 87 option) 21.9, 29.0 option (83, 110 option)

Top speed mph (kph) 12.4, 21.7 option (20, 35 option) 12.4, 24.5 option (20, 40 option)

Large, single-piece engine hood.

High-flow option.

7,716 lb rear hitch option.
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* At the center of gravity distance 19.6 inch/500 mm inches. Based on 80% of FTTL as defined in IS0 8313. Assumes 12.5-18 tires for 407 and 16.0/70-20 tires for 409, JCB Quick Coupler.



411/417 WHEEL LOADER.
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1. JCB CommandPlus cab
The ultimate operator environment, the 
CommandPlus cab is designed to optimize 
the relationship between seating, controls 
and steering for maximum productivity.

2. EcoMAX productivity
The JCB 4.4-liter EcoMAX engine in 
the JCB 411/417 delivers impressive 
power and torque by way of a 
variable geometry turbo and SCR.

4. Clearly better
Excellent all-round visibility for enhanced 
productivity, operator comfort and safety.

3. More for your money
An optional reverse fan automatically
adjusts to deliver optimal cooling
efficiency, reduced fuel consumption
and lower noise.

5. No afterthoughts
The engine meets Tier 4 Final/Stage IV emission 
regulations without the need for a Diesel Particulate 
Filter (DPF), meaning no need for periodic regeneration 
or serviceable aftertreatment .

6. Well-articulated
Heavy-duty box section design with precision-machined 
pins and bushes, and twin-taper roller bearings, for an 
articulation joint of extraordinary strength.

7. Chassis-integrated tanks
To reduce risk of damage and downtime, all 
tanks on the 411/417 wheel loaders are 
mounted internally.



Compact four-ram tool carrier for best all around visibility.

Standard widecore cooling pack.

411/417 WHEEL LOADER

JCB CommandPlus cab features 
two LCD screens, for easy access to 
operating menus, and adjustable 
steering column with seat mounted 
hydraulic controls.
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411 HT  417 HT 417 HT HL 417 HT SHL
Operating weight lb (kg) 19,689 (8,931) 21,164 (9,600) 21,308 (9,665) 22,498 (10,205)

Maximum gross engine power hp (kW) 109 (81) 125 (93) 125 (93) 125 (93)

Standard bucket capacity yd3 (m3) 1.8 (1.4) 2.0 (1.6) 1.8 (1.4) 1.8 (1.4)

Full turn tipping load lb (kg) 11,424 (5,182) 12,714 (5,767) 12,004 (5,445) 8,757 (3,972)

Payload 50% (bucket) lb (kg) 5,715 (2,591) 6,446 (2,924) 6,003 (2,723) 4,378 (1,986)

Payload 80% (forks)* lb (kg) 7,405 (3,360) 8,206 (3,722) 7,676 (3,482) 5,798 (2,630)

Breakout force lbf (kN) 14,006 (62.3) 13,466 (59.9) 14,590 (64.9) 14,590 (64.9)

Hinge height ft-in (m) 11-8 (3.569) 11-8 (3.566) 12-11 (3.946) 14-5 (4.411)

Auxiliary flow gpm (lpm) 19 (72) 42 (160) 42 (160) 42 (160)

Top speed mph (kph) 25 (40) 25 (40) 25 (40) 25 (40)

* At the center of gravity distance 19.6 inch/500 mm. Based on 80% of FTTL as defined in IS0 8313. Assumes Michelin 15.5R25 XHA (L3) tires for 411 and Michelin 17.5R25 XHA (L3) tires for 417, JCB Quick Coupler.



427/437 WHEEL LOADER.
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7. Chassis-integrated tanks
To reduce risk of damage and downtime, all 
tanks on the 427/437 wheel loaders are 
mounted internally.

5. No afterthoughts
The engine meets Tier 4 Final emission 
regulations without the need for a Diesel 
Particulate Filter (DPF), meaning no need 
for periodic regeneration or serviceable 
aftertreatment.

1. Big performers
The Cummins QSB 6.7 liter engine produces 
impressive power and peak torque arrives at low revs.

2. Higher productivity
For high lift applications, such as hopper and 
truck loading, the 427 and 437 models offer a 
high-lift option and the 437 model offers an 
available super high-lift, high torque (HT) arm.

3. Loads of benefits
Choose your ideal loader arm: Z-bar linkage (ZX) 
for maximum breakout, or high torque (HT) for 
best parallel lift and attachment versatility.

4. Premium transmission
Optional torque lock-up 5-speed transmission 
provides 100 percent efficiency in 2nd to 5th
gears, to reduce fuel consumption.

6. Stopping power
JCB’s wheel-speed braking technology  
reduces heat, drag and fuel consumption.



JCB CommandPlus cab features two LCD screens, for easy access to operating menus, and adjustable steering 
column with seat mounted hydraulic controls.

427/437 WHEEL LOADER

High torque at low RPM.Twin electric actuator, single-piece engine hood.

Air conditioning and climate control options.Smoothride option reduces material spillage.
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427 HT 427 HT HL 427 ZX 437 HT 437 HT HL 437 HT SHL 437 ZX
Operating weight lb (kg) 30,770 (13,957) 30,710 (13,930) 30,708 (13,929) 33,358 (15,131) 34,145 (15,488) 35,137 (15,938) 34,518 (15,657)

Maximum gross engine power hp (kW) 179 (133) 179 (133) 179 (133) 183 (136) 183 (136) 183 (136) 183 (136)

Standard bucket capacity yd3 (m3) 3.1 (2.4) 2.7 (2.1) 3.1 (2.4) 3.5 (2.7) 3.1 (2.4) 3.1 (2.4) 3.5 (2.7)

Full turn tipping load lb (kg) 18,640 (8,455) 16,168 (7,334) 18,966 (8,603) 20,007 (8,495) 16,554 (6,929) 12,236 (4,970) 19,661 (8,338)

Payload 50% (bucket) lb (kg) 9,321 (4,228) 8,084 (3,667) 9,482 (4,301) 10,005 (4,248) 8,276 (3,464) 6,118 (2,485) 9,830 (4,169)

Payload 80% (forks)* lb (kg) 16,909 (7,670) 15,106 (6,852) 16,645 (7,550) 17,919 (8,128) 15,185 (6,888) 12,139 (5,506) 18,570 (8,423)

Breakout force lbf (kN) 23,829 (106) 25,403 (113) 29,000 (129) 27,426 (122) 29,449 (131) 30,574 (136) 32,372 (144)

Hinge height ft-in (m) 12-8 (3,876) 14-1 (4,306) 12-9 (3,904) 13-2 (4,021) 15-4 (4,675) 17-2 (5,242) 13-2 (4,021)

Auxiliary flow gpm (lpm) 30.9 (117) 30.9 (117) 30.9 (117) 30.9 (117) 30.9 (117) 30.9 (117) 30.9 (117)

Top speed mph (kph) 23.6, 24.8 option (38, 40 option) 23.6, 24.8 option (38, 40 option) 23.6, 24.8 option (38, 40 option) 23.6, 24.8 option (38, 40 option) 23.6, 24.8 option (38, 40 option) 23.6, 24.8 option (38, 40 option) 23.6, 24.8 option (38, 40 option)

*At the center of gravity distance 23.6inch/600mm. Based on 80% of FTTL as defined in IS0 14397-1:2007. Assumes Michelin 20.5R25 XHA2 (L3) tires, 5-speed transmission, JCB Quick Coupler.



457 WHEEL LOADER.

2. JCB CommandPlus Cab
The ultimate operator environment, the 
CommandPlus cab is designed to optimize 
the relationship between seating, controls 
and steering for maximum productivity.
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5. New generation not regeneration
The engine meets Tier 4 Final regulations without 
the requirement for a costly and complex DPF,  
and no productivity-sapping regeneration.

1. Built to last
Advanced manufacturing processes—
including robot fabrication, precision 
paint technology and innovative 
assembly techniques—for maximum 
service life.

6. The ultimate engine
The 457 is equipped with a MTU 470 in3 
engine outputting 258hp and delivering four 
percent more power and 16 percent better 
fuel economy than the previous model.

3. Low maintenance braking
The braking system uses a hydraulic dual 
circuit design, with oil-immersed discs, for 
virtually maintenance-free operation.

4. Optimum performance
A close-ratio 5-speed gearbox is available for 
enhanced acceleration, hill climbing and 
driving capability.
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7. Chassis-integrated tanks
To reduce risk of damage and downtime, 
all tanks on the JCB 457 wheel loader are 
mounted internally.



Increased power at low revs delivers up to 16 
percent fuel savings.

Twin electric actuator, single-piece engine hood.

Excellent all-round visibility.

JCB CommandPlus cab 
features two LCD screens 
for easy access to operating 
menus, and adjustable 
steering column with seat 
mounted hydraulic controls.

COMMANDPLUS
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457 WHEEL LOADER

457 HT  457 HT SHL 457 ZX (HD CW)
Operating weight lb (kg) 45,270 (20,534) 47,174 (21,398) 45,300 (20,548)

Maximum gross engine power hp (kW) 258 (193) 258 (193) 258 (193)

Standard bucket capacity yd3 (m3) 4.6 (3.5) 4.3 (3.3) 4.6 (3.5)

Full turn tipping load lb (kg) 27,566 (12,504) 17,833 (8,089) 32,214 (14,612)

Payload 50% (bucket) lb (kg) 13,783 (6,252) 8,917 (4,045) 16,543 (7,504)

Payload 80% (forks)* lb (kg) 17,637 (8,000) 13,025 (5,908) 18,424 (8,357)

Breakout force lbf (kN) 29,225 (130) 30,799 (137) 34,620 (154)

Hinge height ft-in (m) 14-1 (4,307) 17-3 (5,273) 13- 5 (4,110)

Auxiliary flow gpm (lpm) 39 (150) 39 (150) 39 (150)

Top speed mph (kph) 22.4, 25 option (36.1, 40.5 option) 22.4 – 25 option (36.1, 40.5 option) 22.4, 25 option (36.1, 40.5 option)

* At the center of gravity distance 19.6 inch/500 mm. Based on 80% of FTTL as defined in IS0 8313. Assumes Michelin 23.5R25 XHA (L3) tires. JCB Quick Coupler



LIVELINK, WORK SMARTER.
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• Manage your fleet anywhere

• Reduce operating costs

• Improve productivity

• Monitor fuel and consumption*

• Receive reports by day / week / month

*For machines with electronic engine management system only

• Machine health alerts

• Machine service alerts

• Accurate hours recorded

• Detailed machine history

LiveLink sends service  
alerts and diagnostic  
warnings for effective 
maintenance planning.

LiveLink tracks the 
efficiency of your machines 
to maximize ROI.

LiveLink reports the exact 
location, movement and 
activity of your machine for 
improved security.
• Pinpoint machine location

• 24/7 update on your phone/tablet

• Real-time curfew alerts

• Real-time geofence alerts

• Back-up battery

• Tow-away alert

Superior Build 
Quality

JCB LiveLink

Machine Servicing 
Agreement

Enhanced Dealer 
SupportNote: Please consult your local dealer for LiveLink availability.



VALUE ADDED.

1  JCB Technical Support Service provides instant 
access to factory expertise, day or night. 

JCB’s Finance and Insurance teams are always on 
hand to provide fast, flexible, competitive quotes.

2  The global network of JCB Parts Centers is a
model of efficiency. With 16 regional bases, we
can deliver around 95 percent of all parts
anywhere in the world within 24 hours. Our
genuine JCB parts are designed to work in
perfect harmony with your machine for optimum
performance and productivity.

3  JCB Yellow Shield offers comprehensive 
extended warranties and service agreements, as well 
as service-only or repair and maintenance contracts. 
JCB maintenance teams offer competitive labor 
rates and no-obligation quotes.

2

WHATEVER YOU NEED AND WHEREVER YOU ARE, 
JCB’S DEPENDABLE NORTH AMERICAN DEALER 
NETWORK IS HERE TO MAKE SURE YOUR 
MACHINERY PERFORMS TO ITS FULL POTENTIAL.

31

VALUE ADDED
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Manufacturing Facilities 
Dealers
Parts Distribution Centers







JCB North America 
2000 Bamford Blvd., Pooler, Georgia, 31322 Tel: (912) 447-2000  
Download the very latest information on this product range at www.jcb.com

Your nearest JCB Dealer

JCB inc. All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or transmitted in any form or by any other means, electronic, mechanical,
photocopying or otherwise, without prior permission from JCB inc. All references in this publication to operating weights, sizes, capacities and other performance measurements are
provided for guidance only and may vary dependant upon the exact specification of machine. They should not therefore be relied upon in relation to suitability for a particular
application. Guidance and advice should always be sought from your JCB Dealer. JCB reserves the right to change specifications without notice. Illustrations and specifications shown
may include optional equipment and accessories. The JCB logo is a registered trademark of J C Bamford Excavators Ltd.

ONE COMPANY,  MORE THAN 300 MACHINES.
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